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Apt Elev

Trans level: FL 180    Trans alt: 18000'

INITIAL CLIMB ALTITUDE

10-3
CYMM/YMM JEPPESEN

FT McMURRAY
FT McMURRAY, ALTA

7 SEP 07

1. For use by GNSS equipped aircraft.

.RNAV.SID.

1211'

EDMONTON

135.7
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3200'

MSA YMM VOR
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270^

18
0^

CACHO ONE DEPARTURE (CACHO 1.)

2. GNSS aircraft with selectable CDI must be
set to 1 NM sensitivity. Aircraft without
selectable CDI must use flight director.

3. Safe altitude within 100 NM 4200'.

MAINTAIN 5000' or

RWY

07

Climb on track of 074^ to DUSEG, then to SEDUN on track
of 164^, then to ONGUT on track of 198^, then to CACHO
on track of 191^, proceed on course.

25
Climb on track of 254^ to VIKTU, then to CACHO on track
of 185^, proceed on course.

New procedure at this airport.

MAX 250 KT FOR ALL TURNS BELOW 10000'

1. Select MODE C/3 code 7600.
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On recognition of failure 10 minutes or less
after take-off and in IFR weather conditions,
proceed as follows:

on course and climb to flight planned altitude.
2. Five (5) minutes after selecting 7600 proceed directly

NOTE: If communication failure occurs more than
10 minutes after take-off, comply with the

enroute.
appropriate procedure for communication failure

Take-off minimums:
Rwys 07, 25: 1/2.

Center (DEP)

as assigned by ATC.

CACHO
N54 54.2 W112 34.2

3900'

SPEED:

NOT TO SCALE


